
Network Setup About model DVR-W8 

The method of connecting PC and DVR through Router: 

1ȁ Hardware Install 

 

 

 

 

 

 

 

 

 

 

First install VxViewer8Ch client software on the computer that user uses.  

2ȁ Setup IP address of DVR 

Press ȉMENUȊto enter ñSETUPò, move the prompt to the order of ñSystemò. 

Then Press ȉSELȊto confirm. On the menu of ñSystemò enter the menu bar of 

ñNetwork Settingsò, choose the order of ñLocal IPò to setup.  

Note̔Before connecting network make sure the order of ñNetworkò is ñONò on 

the menu ñNetwork settingsò.  

 

 

 

 

 

 

Router 

Connected to PC 

Connected to DVR 

Connected to WAN 



The IP address of the Router we use is 192.168.10.1. And setup IP of the DVR 

as following for example. 

 

 

 

 

 

 

3ȁ Configure IP address of PC 

According to the above-mentioned IP address of DVR ñ192.168.10.161ò, ľIP 

TypeĿ̔ ñStaticò̆ ñGatewayò̔ 192.168.10.1. User must manually configure IP 

address of PC to connect DVR. 

For example: Configure PC address as 192.168.10.230. 

ü Windows XP: 

Click ñStartòŸ ñSettingsòŸ ñControl PanelòŸ ñViewòŸ Double click the 

ñNetwork Connections ò icon. 

 

 

 

 

 

 

 

 

 

 



Find ñLocal Area Connectionò and Right Click and select òPropertiesò.  

Find ñInternet Protocol [TCP/IP]ò and click ñPropertiesò. Select ñUse the 

following IP addressò and ñUse the following DNS server addressò, and then 

input IP value. 

Finally, Click ñOKò to Save Change. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 



 

4ȁ IE Browser 

At first please turn all the Active X option ON at IE Internet safety setup. 

Select menu setup to enable the Active X option.  

Network module use Active X applet to display remote image. Any web 

browser with Active X support can connect to DVR.  

Click ñStartòŸ ñProgramò Ÿ ñInternet Explorerò Ÿ ñToolsò Ÿ ñInternet 

Optionséò.  

 

 

 

 

 

 

Click ñSecurityò Ÿ ñInternetò Ÿ ñCustom Leveléò. 

Click ñSecurityò Ÿ ñLocal intranetò Ÿ ñCustom Leveléò. 

Make sure all the ActiveX controls and plug-ins are in ñenableò mode. Click 

ñOKò. 

 

 

 

 

 

 

 

 

 

 

 



5ȁ Configure Router 

IP address of the Router that we use is 192.168.10.1. Open IE browser and 

input IP address ñ192.168.10.1ò into TP-LINK Router. 

 

 

 

 

 

 

 

 

Find ñTransmit Ruleò and left click to setup virtual service. Click ñadd new 

entryò to setup service port, IP address, protocol and state. Default port of 

virtual service is 80 and default port of DVR is 8841. IP address is the DVRôs. 

Protocol: ALL. State: Enable. Finally, click ñSaveò to save change. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 


